SQUADRETTE
SQUADRETTE A TIRARE (coRNERS

(PULLING CORNERS)

CARATTERISTICHE TECNICHE (rectweaL rearures)
Squadretta a tirare c/bottone esterno @9mm
Simmetrica (Puting comer with outside pag B9mm - Symmetric)

CAMERA | Dimensioni camera in mm
14mm L narcrezza) | Hjaurezza

Art:130.14 | 1300 | 1400 —g—

i T Tiw | At:168.14| 1680 | 1430
' At:195.14 | 1950 | 1450

Art:219.14 | 21,90 13,80
Art: 226.14 | 22,60 13,80
Art.: 230.14 | 23,00 14,00
Art.: 236.14 | 23,60 14,10
Art:246.14 | 2460 = 13,70
Art:251.14 | 2510 @ 1390
Art:264.14 | 2640 @ 1390
———em13.5 Art:270.14 | 2700 @ 1450
Art: 27514 | 2750 @ 13,60
Art:280.14 | 2800 13,80
Art:284.14 | 2840 = 14,00
Art:303.14 | 3030 1390
Art.: 308.14 | 30,80 13,50
Art: 318.14 | 31,80 14,20
Art: 335.14 | 3350 13,50
Art:340.14 | 3400 = 1350
Art: 34514 | 3450 @ 1360
Art:357.14 | 3570 @ 1410
Art:360.14 | 3600 @ 1400
Art: 364.14 | 36,40 13,80
Art:368.14| 3680 @ 1390
Art: 39214 3920 @ 1370
Art:395.14 | 3950 14,00
MATERIALI pareriaLs) Art: 454.14 | 4540 14,40
Corpo e cursore in alluminio estruso (Fam snd coupler sider of extruded s~ Art.: 459.14 | 45,90 14,40
Viti in acciaio zincato (Gevanzed steel scren] Art: 498.14 | 4980 14,70
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